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African Cherry Weldwood paneling, auditorium of Occidental Life Insurance Co. 

Raleigh, N.C. Architects: Kemp, Bunch & Jackson, Jacksonville, Fla 
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Architectural grade Walnut Weldwood walls, Mellon National Bank, Pittsburgh, Pa. 

Architect: Harrison & Abramovitz 
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Walnut Weldwood paneling, General Dynamics Corporation, New York City 
Interior Planning by : Ethel Pilson Warren and J. W. Rogers, Jr 
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Fireproof Walnut 
Weldwood panel¬ 
ing. Executive of¬ 
fice of Olin Mathie- 
son Chemical 
Corp., New York. 
Interiors by: De¬ 
signs for Business. 
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decorative hardwood plywood 


Today, more than ever before, architects and builders are speci¬ 
fying hardwood plywood for beautiful and practical interiors 
in residential, institutional and commercial installations. They 
realize that this modern, durable building material gives maxi¬ 
mum results in beauty, in service and in lower maintenance costs. 

Weldwood Hardwood Plywood , manufactured at the United 
States Plywood Corporation plant in Algoma, Wisconsin, is gen¬ 
erally accepted as the finest type of hardwood plywood available. 
Only the finest veneers are selected for the construction of these 
panels. The veneers used are of uniform color, expertly center- 
matched and free of even minor defects. The most modern 
machinery and laminating procedures are employed in the 
straight-line production of Algoma Grade Weldwood at this 
model plant. 

VARIETY OF WOODS 

Each Weldwood distributing unit, located throughout the United 
States and Canada, maintains extensive stocks of Algoma Grade 
Weldwood plywood. Woods available from stock include: birch, 
Korina, prima vera, maple, elm, walnut, oak, mahogany, avodire, 
quartered figured gum and aromatic red cedar. Other fine domes¬ 
tic and imported wood species are available on special order. 

SIZES AND THICKNESSES 

Algoma Grade Weldwood is made in a wide assortment of sizes 
and thicknesses to meet the requirements of any building speci¬ 
fication. Panel widths are 24", 30", 36" and 48". Lengths are 
48", 60", 72", 84" and 96". Also available as counterfronts in 
sizes 144" and 120" x 28", 36", 42" and 48". Thicknesses include: 
%", W, %", Vfe" and %" in veneer core construction; %" in 


lumber core construction; and % in Novoply core construction. 

In addition, this top-quality grade of plywood (in selected 
woods) is furnished sequenced-matched for perfect installations. 
Also fire-resistant plywood panels can be furnished in this grade. 

IMPORTANT NOTE 

Because of the scarcity of long-length veneers required for 96" 
panels, such panels command a higher price per square foot 
than 72" and 84" lengths. Therefore, it is suggested that wherever 
possible, the shorter length panels be specified. These shorter 
lengths are not only more economical, but are usually more 
readily available. 


Other fine quality hardwood panels are produced at 
the southern and western Weldwood plants and offer 
substantial economies. 

Look for this label. It is your 
guarantee that the plywood 
you specify is quality Algoma 
Grade Weldwood. 


GUARANTEE: Weldwood plywood 
for interior use is guaranteed for 
the life of the building in which 
it is installed. 



HOW TO SPECIFY ALGOMA GRADE WELDWOOD PLYWOOD 


Short Specification: Weldwood Plywood shall be Algoma Grade 
as manufactured by United States Plywood Corporation. 

Long Specifications: Plywood shall be Algoma grade, stock 
panels, as manufactured by United States Plywood Corpora¬ 
tion. Faces shall be of one or more pieces of veneer matched 
for color and grain at the joints to produce continuity of 
character and balanced design. 

Faces shall, be free of open joints, face depressions, glue 
stains, or other manufacturing defects. 

Faces shall be selected for figure, selected for color, or un¬ 
selected for color, as specified, but shall not contain ruptured 
grain, doze or shake and shall otherwise equal or exceed 
the quality requirements of the best grade of that species listed 
by U. S. Department of Commerce Commercial Standards 


CS 35-49 or latest revision thereof. 

Backs on G1S plywood shall be a species and thickness to 
balance face veneers and shall be CS 35-49 grade 4 or better. 
Plywood shall be sanded both sides and fine belt sanded on 
the face. 

Inner plies shall be sound, with tight joints and of thickness 
required to produce balanced construction in overall thick¬ 
ness as specified. 

Glue bond shall be Urea Formaldehyde hot press method 
unless otherwise specified. 

Plywood thickness shall be as specified with tolerance of plus 
0" or minus % 2 " and trimmed to specified sizes plus or minus 

w. 





























weldwood plywood 


architectural 

grade 

WELDWOOD 


... for installations 
demanding the 

highest architectural 
standards 



Made with exquisitely matched veneers, Architectural Grade 
Weldwood panels represent the art of wood veneering at its 
peak of perfection. United States Plywood Corporation main¬ 
tains a special department to manufacture this type of plywood 
to the highest specifications which woodworking skill and mod¬ 
em equipment will permit. 

Architectural Weldwood is either custom-made to individual 
requirements, or available from stock in %" thickness in these 
fine woods: figured African mahogany, figured Honduras mahog¬ 
any, Brazilian rosewood, Korina, orientalwood, figured walnut, 
prima vera and oak. 

SIZES AND THICKNESSES 

Stock panel sizes are 48" wide x 72", 84", 96", 120", 144" and 
192" long, depending on length of veneer flitch. Also available 
as counterfronts 144" wide x 28", 36", 42" and 48". All stock 
panels are furnished in matched sets made from a single veneer 
flitch. 

For custom-made panels on special order, there is a wide 
assortment of choice veneers from which to choose, including not 
only Weld wood's huge inventory but also those of the world’s 
finest veneer cutters. 

A flitch room, stocked with samples of these veneers, is located 
at the Weldwood Building, New York City. This room is at the 
disposal of architects, designers, builders and their clients at 
all times. 

Architectural Weldwood can be obtained on fire-resistant 
wood or mineral cores. Poplar and basswood core stocks are 
available for cabinet-makers who do their own veneering. Weld¬ 
wood Doors to match Architectural Grade Plywood are also 
furnished on special order. 


Sequence-matched American Cherry Architectural 
Grade Weldwood paneling in the Philadelphia 
National Bank, Philadelphia, Pa. Architects: Harbeson, 
Hough, Livingston & Larson. 



Architectural Korina Weldwood for the walls and fig¬ 
ured Paldao Weldwood on curved ceiling panels were 
specified for the Grace Rainey Rogers Auditorium in 
The Metropolitan Museum of Art, New York. Architects: 
Voorhees, Walker, Smith & Smith. 


HOW TO SPECIFY ARCHITECTURAL GRADE WELDWOOD PLYWOOD 


Short Specification: Plywood shall be Weldwood Plywood, Architec¬ 
tural Grade, sequence matched, as manufactured by United States 
Plywood Corporation. 

Long Specification: Plywood shall be Weldwood Plywood, Architec¬ 
tural Grade as manufactured by United States Plywood Corporation. 
Unless otherwise specified, plywood shall be 5-ply lumber core con¬ 
struction with an overall thickness of 3/4 inches; tolerance: plus 
or minus 1/32". Plywood shall be glued with waterproof phenol 
formaldehyde resin glue and processed by the hot plate method. 

Face veneer shall be from flitches specially selected and approved 
for architectural adaptation, with respect to cutting lengths, uni¬ 
formity of color, figure, grain character, or other special requirements. 

Faces shall be of one or more pieces of veneer matched for color 
and grain at the joint to produce balance and continuity of character. 
Faces shall be selected for figure, selected for color, or unselected for 
color as specified, but mineral streaks and discolorations, wormholes, 
ruptured grain, loose texture, doze or shake shall not be admitted. 


Pieced veneers shall be parallel clipped, jointed by tapeless splicer 
and edge glued. In matching sliced or sawn veneers pnless otherwise 
specified, pieces shall be bookmatched and of corresponding width on 
each side of the center joint or adjacent panels. Face veneers shall not 
contain open joints, face depression, glue stain or other manufacturing 
irregularities. Back veneers on G1S plywood shall be of species to 
properly balance face. 

Panels shall be sanded both sides, and fine belt sanded on the face 
side to provide suitable surface for finishing. 

Lumber core to consist of Basswood or Poplar strips not to exceed 
3Vfe" in width and edge glued under pressure with urea resin glue 
high frequency cured. 

Crossbands shall be 1/16" thick of either Basswood or Poplar 
unless otherwise specified. Crossbands shall be sound veneer of 
random widths with edges jointed and glued. 

Panels shall be trimmed in width and length to the specified meas¬ 
urement plus or minus 1/32 of an inch unless otherwise specified. 
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prefinished 

hardwood 

PANELING 



Weld wood hardwood panels are available with a permanent factory 
finish , ready to install. No sanding, staining or finishing. Packaged 
in a protective container of 4 panels each. Matching lacquer sticks 
are included to use in concealing nail holes. Instead of nailing these 
panels to furring or studs, they may be glued with Weldwood 
Contact Cement— a contact adhesive that permits panel installation 
without nailing. Comes in Samara, Korina, Honduras mahogany, 
oak, birch, cherry, Nakora and walnut. Panel sizes: 32" x 96", 48" 
x 84" and 48" x 96" in *4" thickness. 



Oak Plankweld wall paneling in one of the 
waiting rooms of Lankenau Hospital, Phila¬ 
delphia, Pa. Arch: Vincent G. Kling. Note clip 
method of installation. 


V-PLANK® WELDWOOD® 

V-Plank is prefinished hardwood paneling that is v-grooved to 
create a random plank effect. These shallow, v-shaped grooves are 
cut vertically into the panel face to emphasize the natural tone 
and texture of the wood. 

V-Plank is easy to install and covers a larger wall area than 
narrow-width plank board, saving on installation costs. The panel 
edges are beveled to permit perfect joints. 

Comes in walnut, oak, Korina, Honduras mahogany, knotty pine, 
Philippine mahogany, cherry, Nakora, gum, Limba, birch and 
Samara. Panel size: 48" x 96" in V 4 " thickness. Also available 
unfinished. 

Custom-grade V-Plank, manufactured from carefully selected 
flitches, is available on special order. 

Also prefinished “Colonial” V-Plank featuring cross grooves and 
veneer pegs. 

PLANKWELD® 

Weldwood Plankweld is genuine hardwood wall paneling-pre-cut, 
prefinished and packaged—designed for quick, economical installa¬ 
tion over any interior wall. Excellent for remodeling work. 

These panels are edge-grooved to fit into one another to form a 
continuous wall. Installed with simple metal clips. No visible nail¬ 
ing. Clips and nails are hidden by the slight overlap at the joints. 

Made of 3-ply Vt" Weldwood plywood in the following woods: 
birch, Korina, Honduras mahogany, Philippine mahogany, oak, 
walnut and knotty pine. Each panel is 16 V 4 " wide and 6', 7' and 8' 
in length (some woods are available in 9' and 10' lengths). Fur¬ 
nished in convenient cartons with complete installation data and 
metal fastening clips. 
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WELDWOOD MOLDINGS® 

Weldwood Moldings are made of aluminum with faces of genuine hardwood veneer 
to match the faces of the most popular types of Weldwood plywood. With these 
moldings, Weldwood paneling can be speedily and economically installed - over 
50% of face nailing is eliminated. Furnished in 8' strips for inside comers, outside 
comers, caps and dividers for both Yi" and %" plywood panels. 

In addition, all-plywood Cove Moldings are available for cabinet and room 
comers, lighting coves and window trim. Comes in two styles: “Regular Cove” and 
Sharp Angle Cove \ Both types are made in concave and convex shapes with 
both long and short grains. Available from stock in 8' lengths in the same woods 
as the strip moldings. Also Hardwood Moldings and Trim in a variety of styles. 
Expertly machined and cut, ready to finish. 
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PLYWOOD 


Weldtex®... 
the original, 

patented striated 
plywood panel 


Weldtex plywood creates entirely new effects on walls and ceilings of homes and offices, for 
building exteriors, for displays, signs, furniture and countless installations. Deep grooves or 
striations are cut into the surface, producing an interesting finish of parallel, random-width 
lines running the length of the panel. These cut-in grooves break up the flat surface, creating 
unusual high-lights and shadows. Also permits butt joints without a visible joint line and 
conceals face nails. No grain raising or “checking.” 

INTERIOR AND EXTERIOR GRADES 

Weldtex is available in a % 6 " interior grade with veneers of Douglas fir, Philippine mahogany 
or Southern gum. Also furnished in a %" exterior grade with veneers of Douglas fir. The 
exterior grade is bonded with phenolic resin waterproof adhesives. 

WELDTEX SQUARES 

Weldtex Squares are furnished in Southern gum, Douglas fir and Philippine mahogany. 
These pre-cut squares make it easy to achieve “checkered” effects on walls and ceilings. 
Available in % 6 " thickness in 11%", 12", 15%", 16" and 24" sizes - conveniently packed 
in handy cartons. 

WELDTEX SIDING 

Weldtex Siding is a modern and economical siding material that offers substantial savings 
in labor costs. Made of Douglas fir Weldtex in the exterior grade, this siding produces a 
weather-tight installation with a minimum of seams. Takes any exterior finish. Approved by 
FHA. Pre-cut into 48" x 15%" panels, %" thick - and packed in bundles of 22 panels each. 

PLANKTEX™ PANELING 

Weldwood Planktex panels provide an entirely new approach in today’s trend toward “tex¬ 
tured” interiors. Made of lovely Philippine mahogany these panels have 6-inch bands of 
grooves or “striations” alternating with the smooth grain pattern of the wood to produce a 
stripe-plank effect. 

A moderately priced paneling, Planktex is ideal for low-budget remodeling projects, as 
well as new building construction. Available either unfinished or with a fine, factory-applied 
finish, ready to install. Panel size: 4' x 8', thick. 


PHILIPPINE MAHOGANY 

Weldwood Philippine mahogany is a low-cost cabinet 
hardwood panel that has alternate light and dark stripes. 
Because of its fine appearance, lower cost' and ease of 
fabrication, it is perfect for wall paneling, partitions and 
fine cabinet work. 

Made -from the best logs imported from the Philippine 
Islands, Weldwood Philippine mahogany is typical of the 
finest type of veneering. Not only can it be used as a core 
material, but it is also furnished in an exterior grade. Avail¬ 
able in all standard thicknesses and panel sizes. 



Weldtex, the striated Weldwood is one of 
the most popular textured panels. 



An interesting textured effect was achieved 
in this dining room with Planktex wall panels. 


KORINA® 

This beautiful “blonde” hardwood, developed exclusively 
by Weldwood, is now one of the most popular cabinet 
hardwoods on the market. Its smart, distinctive appear¬ 
ance makes it just right for constructing store fixtures, 
cabinets and for wall paneling. Korina resembles prima 
vera in color and grain but is much lower in cost. It is 
remarkably uniform in both color and grain and may be 
finished beautifully. 

Furnished in carefully matched panels in both standard 
and figured grains. The figured grains have exceptionally 
brilliant markings. Available with either Novoply, lumber 
or veneer cores in all standard panel sizes and thicknesses. 
Also as counterfronts. 
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Weldwood Sea 
Swirl wall panel¬ 
ing lends an in¬ 
formal, rustic 
appearance to 
any interior. 





SEA SWIRL® 

Weldwood Sea Swirl is a low-cost decorative panel with an 
authentic rustic appearance. Made of quality grades of Douglas 
fir plywood, Sea Swirl is recommended for use as wall paneling 
and for constructing built-ins, cabinets, bookcases, etc. By a 
special process, the soft growth of the wood is removed, allowing 
the grain patterns to form pleasing swirls and contours. There 
are no knots, burls or other natural wood growths on the face. 
Finishes beautifully — natural or in many rich colors. Also dry 
pigment can be worked into the face for duotone shading. Avail¬ 
able in standard size panels and pre-cut squares, %e" thick. 

SURFWOOD® 

Weldwood Surf wood is another textured paneling (similar to 


Sea Swirl) but with sound and open knots to add to its dramatic 
appearance. This paneling was designed for more rugged-looking 
interior installations. Made of white fir plywood, Surf wood is 
priced right for all low-budget building or remodeling jobs. 
Available in panels and squares, thick. 

SURFPLANK ™ 

Weldwood Surf plank is solid lumber plank paneling that has been 
roughly textured. Ideal for interior wall installations where an 
extremely rustic decor is desired. Easy to install. The vertical 
edges are shiplapped so no special joint treatment is necessary. 
Panels are 6", 8" and 10" wide, %" thick. Comes in random 
lengths, packed in easy-to-handle bundles. 



Novoply fins used as window jalousies in the Bankers National 
Life Insur. Co., Montclair, N. J. Made and installed by F. M. 
Traeger & Sons. 

NOVOPLY® 

A 3-ply, sandwich-type laminated panel, manufactured from 
resin-treated wood flakes and veneer particles. For interior use 
only. It has a gleaming, mosaic-textured surface that requires 
no staining or painting. Practically warp-free. Will not change 
dimensions. Medium in weight and easy to work. Can be fab¬ 
ricated with ordinary woodworking tools. Holds nails and screws 
without splitting. 

Novoply can be used for constructing sliding and cabinet 
doors, window jalousies, wall paneling, partitions, furniture, 
store fixtures, displays — and as a core stock for both wood 
veneers and plastic laminates. As a core material, Novoply needs 
no cross banding and requires less glue in laminating. Specific 
veneering instructions on request. 

Novoply is made with Pine in a variety of panel sizes in the 
following thicknesses: 1", lVs " and 1-3/16". 

Sizes for special applications on order. 


SPECIAL WELDWOOD SOFTWOODS 

CALIFORNIA PINE 

These fine, low-priced Weldwood panels are pine throughout 
which means they are practically free of grain-raising and check¬ 
ing. They can be machined easily and take paint exceptionally 
well. Available in interior grade in thicknesses of *4" to l%e" 
and in panel sizes ranging from 36" and 48" wide to 72", 84", 
96" and 120" long. All Pine Weldwood panels are also available 
for exterior use , made with L-IR resin adhesive. 

SOUTHERN GUM 

Weldwood Gum is a highly useful plywood panel that is made 
in a variety of grades. It is suitable for low cost architectural 
applications as well as for the finest cabinet work. 

Since it shows no grain raise, Weldwood Gum is a desirable 
wood for painted surfaces. Available both selected and unselected 
for color in a wide range of panel sizes and thicknesses. 

WELDBORD® 

This is the perfect all-round utility plywood panel. Ideal for low 
cost walls, partitions, displays, drawer bottoms and backs and 
countless other applications. These strong, rugged panels have 
heavy cores and thin veneer faces to provide a more stable 
construction. And they are smoothly sanded on 2 sides, hot-plate 
bonded and resin-glued. Because they show no grain raise, 
Weldbord panels can be painted or stained. Also take a natural 
finish. Available in the following sizes: 6' x 4', 7' x 4' and 8' x 4'. 

KNOTTY PINE 

Made of the best white Idaho pine, Weldwood Knotty Pine 
paneling has continued to be a popular choice of architects and 
builders for walls of dens, libraries, playrooms, etc. The installed 
cost of Weldwood Knotty Pine now compares favorably to that 
of knotty pine lumber. Its appearance, however, is far superior. 
Weldwood Knotty Pine veneers are selected for the size and 
placement of knots. Shrinkage and waste (which are serious 
problems when lumber is used) are eliminated. Available in a 
variety of panel sizes and thicknesses. 
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douglas 

fir 

WELDWOOD 


...an excellent 
general utility 
panel that 
permits 

important 

construction 

economies 


Douglas Fir Weldwood is an engineered material — fabricated in types, 
grades and sizes to meet a wide variety of building requirements. All 
phases of manufacture is a controlled, self-integrated Weldwood opera¬ 
tion, based on years of plywood manufacturing experience. Made in 
strict accordance with U. S. Commercial Standard CS 45-55, Douglas 
Fir Weldwood is of top-notch quality. 


EXCLUSIVE WELDWOOD FEATURE: 

Most interior grade Douglas Fir Weldwood is now made with L-1R 
mold-resistant resin adhesive — a new adhesive which gives positive 
protection against mold which is one of the major causes of delamina¬ 
tion. Interior Douglas Fir made with this adhesive can be safely stored 
outdoors on blocks for as long as 6 months without a tarpaulin — an 
important feature for sheathing, subflooring and other structural appli¬ 
cations. For concrete form work, interior Douglas Fir made with L-1R 
adhesive has provided as many as 12 reuses. 

There are 2 basic types of Douglas Fir Weldwood: exterior and 
interior , with a great variety of grades, sizes and thicknesses within 
each group as shown in the table below. 


GRADE 

PRINCIPAL APPLICATIONS 

| FREQUENTLY STOCKED SIZES, inches 

[widths, in. 

1 lengths, in. 1 thicknesses, in. 

_ 

Interior 

Grades 


Interior A-A 

All inside applications including built-ins, furni¬ 
ture, displays, fixtures, partitions. A-A grade is 
sound both sides. 

30, 36, 48, 

60, 72,84,96, 120, 144 

Vs,V4,Vs,Vi,Vs,V4,h^V4 

Interior A-B 

30, 36, 48, 60 

60, 72,84,96, 108, 120,144 

Vs.'A.Vs.Vi.Vs.'A.l 

Plypanel A-D 

"One-side” material used for "dri-bilt" houses as 

walls, ceilings, built-ins, cabinets, etc. Also for 
industrial applications 

30, 36, 48, 60 

60, 72, 84,96, 108, 120,144 

Vs,V4,Vs,Vi,Vs,V4,\,^A 

Plybase 

C (Repairecty-D 

Base for linoleum, wall-to-wall carpeting and as 
backing for wall materials 

30, 36, 48, 

60, 72,84, 96, 120, 144 

Vs, X A, Vs, Vi. Vs, *A 

Plyscord Sheathing C-D 

An unsanded structural panel for wall & roof 
sheathing, sub-floors, etc. 

24, 30, 36,48 

72,84, 96, 108, 120 

Xt. %, 'k. %, % 

L-l R Plyscord 

Sheathing C-D 

A superior type of sheathing bonded with Weld¬ 
wood L-1R adhesive for wall & roof sheathing and 
other construction purposes 

24, 30, 36, 48 

72,84, 96, 108, 120 

Xt. %. Vi. %, % 

Plyform 

L-l R (Interior) B-B 

Concrete form materials, made with mold resistant 
glue. Oiled and edge-sealed 

48 

96, 120 

Vs.Va 

_ 

Exterior 

Grades 


Exterior A-A and 

Exterior A-B 

For all uses permanently exposed to weather, to 
water or to high humidity. It is particularly suitable 
for boat and other marine applications. A-A grade 
is sound both sides 

30, 36, 48, 60 

60, 72,84, 96, 108, 120, 

144, 168, 192 

'/>. '/*. %. Vi. %. %. %, 
1.1%. 1*6,1% 

Ext. Plyshield A-C 

For outside use when appearance of only one sur¬ 

face is important, siding of homes and buildings, 
store fronts, farm structures, etc. 

30, 36, 48, 60 

60,72,84, 96, 108, 120, 

144,168, 192 

'/». V*. %, Vi. %, %, %, 

Ext. Utility B-C 

General exterior utility use especially for painted 

surfaces, such as farm buildings 

30, 36, 48,60 

60, 72, 84, 96, 108, 120, 

144,168, 192 

'/». 'U. %, '/i. %, %, %, 

Ext. Sheathing C-C 

An unsanded structural panel for exterior use 

where appearance is not important, such as rough 
farm buildings, containers, etc. 

24, 36,48 

72, 84,96 

Vs, Vl, Vs, V4 

Ext. Plyform B-B 

Concrete form material with completely water¬ 

proof bond. Construction assures maximum number 
of re-uses, oiled and edge sealed 

36,48 

72, 84,96, 108, 120 

Vs, V4 

Plastic Faced 

Plastic face makes smooth durable surface, espe¬ 

cially good for paint work. Made both good one 
side and good two sides 

36,48 

72,84, 96, 120 

Vs.V4 

Duraply® 

This overlaid fir plywood is a low-cost, weather- 

resistant panel for use as exterior siding, utility 
paneling, garage doors, boat construction, exterior 
signs, as well as many interior uses 

48 

96, 108, 120 

Xt. %, Vi. %, % 

Lebanex 

A new type of panel that combines the best fea¬ 

tures of Hardboard and Fir Plywood. Ideal for 
core stock, flooring, table tops, sliding doors, cabi¬ 
nets, etc. (Interior grade also available.) 

48 

72, 84, 96 

Vs, % 

Texture One-Eleven 

An exterior siding material with deep parallel 
grooves cut into the face. Also for soffits, porch 
ceilings, siding, carports, breezeways, etc. Bonded 
with 100% waterproof glue. Shiplap edges. 

16,32,48 

96,120 

Vs 

Marine Grade 

For construction of boat hulls and other heavy 

duty marine applications where water-tightness 
is required 

30, 36,48, 60 

60, 72, 84,96, 108,120, 

144,168,192 

'A, Vs, Vi, Vs, % 

Cut-to-size plywood 

United States Plywood Corporation offers a new service on cut-to-size, 
specially fabricated Douglas Fir plywood parts. Complete facilities for 
cutting to exact dimensions, shaping, boring, etc., are available. Address 
all inquiries to your nearest Weldwood distributing unit. 

Note: All Douglas 
or longer may be i 

Fir Plywood panels 144" 
scarf-jointed. 
























































other Weldwood products for 

architectural application... 

ARMORPLY® Plywood to which any type of metal is permanently bonded. Used for 
shipping containers, railroad cars, truck bodies, building exteriors, doors, etc. Made 
to specification only. 

RIGIDIZED METAL ARMORPLY® Plywood faced with textured metal. For elevator cabs, 
building facades, counterfronts, etc. Specification only. 

PEW SEATS Molded pew seats in a variety of woods. For churches, courthouses, rail, 
air and bus terminals. Made on special order only. 

FLEXWOOD® Thin wood veneer on cloth. Used for wall covering in offices, hotels, etc. 
(Consult Sweet*s File Index for section and catalog number.) 

KALISTRON® Durable vinyl material with color fused to underside. For upholstery, 
luggage, wall covering, counter tops, etc. ( Consult Sweet*s File Index for section and 
catalog number.) 

WELDWOOD DOORS Fine wood-veneered flush doors with Weldrok core-guaranteed 
for life of installation. For exterior and interior use. Also Fire Door which carries Under¬ 
writers’ label for Class B and C openings. ( Consult Sweet*s File Index for section and 
catalog number.) 

MOVABLE PARTITIONS AND PARTITION PANELS Fire-resistant panels of hardwood 
veneers on Weldrok mineral core. Used as Movable Partitions and interior non-load 
bearing partitions. Sold and erected through exclusive distributers. ( Consult Sweet*s 
File Index for section and catalog number .) 

WELDWOOD HARDBOARD Hard, smooth-surfaced fiber panels, workable with ordi¬ 
nary tools. Paintable. Standard and tempered grades. Also perforated and prime coated. 

WELDWOOD ADHESIVES Weldwood Glue— water resistant plastic resin glue; Weldwood 
Presto-Set Glue— ready-to-use, fast setting white liquid glue for wood, cloth, paper, 
hardboard, etc.; Weldwood Waterproof Resorcinol Glue— absolutely waterproof, meets 
all government specifications. Weldwood Contact Cement— non-staining, waterproof— 
bonds on contact without clamps or presses. For plastic laminates, wood, etc.—permits 
nail-less plywood installation. ( Consult Sweet*s File Index for section and catalog 
number.) 

FIRZITE Pre-sealer for fir plywood and other soft woods. Minimizes grain raise and 
checking. Clear or White-pigmented. ( Consult Sweet*s File Index for section and 
catalog number .) 

SATIN LAC Preserves the natural beauty of wood; gives clear, satin-smooth finish, 
water-white, non-yellowing, quick drying. ( Consult Sweet*s File Index for section 
and catalog number.) 

WELDWOOD FLEXIBLE WOOD-TRIM Real wood veneer in handy rolls for edging ply¬ 
wood and lumber. Also as decorative trim. 

WELDWOOD CHALKBOARD Porcelain-on-steel writing surface for chalk. Becomes bul¬ 
letin board by using magnets. For schools, laboratories, offices, etc. Standard and 
special sizes through authorized dealers. Guaranteed. ( Consult Sweet*s File Index for 
section and catalog number.) 

PORC-LIN-PLY® Weatherproof, porcelain-faced panel for building fronts and interior 
paneling. Variety of rich colors. Complete line of moldings for installation. ( Consult 
Sweet*s File Index for section and catalog number.) 

TEKWOOD® Hardwood veneer faced with Kraft paper. Various grades. Used for toys 
signs, displays, packaging, furniture backing, temporary shelters and protective cover¬ 
ings. Also Vulcaneer, with vulcanized fiber face. 

WESTINGHOUSE MICARTA® Laminated plastic. For table tops, work surfaces, bars, 
walls. Scratch-resistant. Full line of colors and patterns. Also wood veneer reproduc¬ 
tions. ( Consult Sweet*s File Index for section and catalog number.) 

UNITED STATES PLYWOOD CORPORATION 

Form 1661-5608 Executive Offices: 55 W. 44th St., N. Y. 36, N. Y. 




DISTRIBUTION UNITS 
AND SALES OFFICES 

Albany, N. Y. 

Allentown, Pa. 

Atlanta, Ga. 

Baltimore, Md. 

Birmingham, Ala. 

Boston, Mass. 

Bristol, Va. 

Brooklyn, N. Y. 

Buffalo, N. Y. 

Charlotte, N. C. 

Chicago, Ill. 

Chicago South, Ill. 

Cincinnati, Ohio 
Cleveland, Ohio 
Columbia, S. C. 

Columbus, Ohio 
Culver City, Calif. 

Dallas, Texas 
Denver, Colo. 

Detroit, Mich. 

Fresno, Calif. 

Glendale, Calif. 

Grand Rapids, Mich. 
Greenville, S. C. 

Harrisburg, Pa. 

Hartford, Conn. 

High Point, N. C. 

Houston, Texas 
Indianapolis, Ind. 

Jacksonville, Fla. 

Kansas City, Kan. 

Knoxville, Tenn. 

Los Angeles, Calif. 

Louisville, Ky. 

Memphis, Tenn. 

Miami, Fla. 

Milwaukee, Wise. 

Newark, N. J. 

New Hyde Park, N. Y. 

New Orleans, La. 

New York, N. Y. 

Norfolk, Va. 

Oakland, Calif. 

Oklahoma City, Okla. 

Omaha, Nebraska 
Peoria, Ill. 

Philadelphia, Pa. 

Phoenix, Ariz. 

Pittsburgh, Pa. 

Pittston, Pa. 

Portage, Wise. 

Portland, Ore. 

Providence, R. I. 

Raleigh, N. C. 

Richmond, Va. 

Roanoke, ya. 

Rochester, N. Y. 

Rockford, Ill. 

Sacramento, Calif. 

Saginaw, Mich. 

St. Louis, Mo. 

St. Paul, Minn. 

Salt Lake City, Utah 
San Antonio, Texas 
San Diego, Calif. 

San Francisco, Calif. 

Santa Clara, Calif. 

Seattle, Wash. 

South Bend, Ind. 

Spokane, Wash. 

Syracuse, N. Y. 

Tampa, Fla. 

Toledo, Ohio 
Washington, D. C. 

Wausau, Wise. 

Youngstown, Ohio 
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(IN CANADA: 

WELDWOOO PLYWOOD. LTD.) 

London, Ontario 
Montreal, Quebec 
Ottawa, Ontario 
Quebec City, Quebec 
Toronto, Ontario 
Winnipeg, Manitoba 


LITHO IN U.S.A. 


























Digitized by: 



INTERNATIONAL 

ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY, 

INTERNATIONAL 

www.apti.ora 

BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 

https://archive.org/details/buildinatechnoloavheritaaelibrarv 

From the collection of: 

NATIONAL BUILDING ARTS CENTER 
http://web.nationalbuildingarts.org 












